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SEE MECH DWG. INSTALL PER MFR REC.

MTG CHANNEL

SEALANT

1" FLAT BAR WITH FSTNR AT 12" MAX

GSM FLASHING

CFLG

BONDING ADH

FLASH MEMB,
EXTEND OVER TOP OF CURB

SEAL WELD

MULTIPLE LYR OF (E) RIGID INSUL,
12" THICK AT HIGH POINTS, VIF

S
E

E
 S

T
R

U
C

T
 D

W
G

M
IN

. 
1
6
" 

T
O

 1
8
"

NOTE:
1. MEMBRANE ATTACHMENT AROUND THE PENETRATION WILL BE THE
SAME AS THE DECK MEMBRANE, MAX. 18-INCHES ON CENTER, AND A
MINIMUM ONE PLATE/FASTENER PER FLASHING.
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NOTE:
1. MEMBRANE ATTACHMENT AROUND THE PENETRATION WILL BE THE SAME AS THE DECK
MEMBRANE, MAX. 18-INCHES ON CENTER, AND A MINIMUM OF ONE PLATE/FASTENER PER FLASHING.
2. FILL RESULTING VERTICAL AND HORIZONTAL  GAPS WITH A URETHANE FOAM AND TAPE
CLOSED.
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PREFABRICATED VENT
STACK FLASHINGS

STAINLESS STEEL BAND
POSITIONED 1/4-INCH
FROM THE TOP OF THE
STACK FLASHING.
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REMOVE (E) INSULATION
TO NEAREST JOINT AND
PROVIDE NEW.
OVERLAP JACKET IN
SHINGLE FASHION

NOTE:
MAXIMUM OF 3 PENETRATIONS FOR ANY 10' X 10' AREA
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PRESSURE TREATED
WOOD SLEEPER
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PREFABRICATED
CURB
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